MP-7006

MP-7008
and
MP-7009

MP-7010

Inlet Inlet Qutlet

Very Coarse (150 micron) Coarse (74 micron) Fine (25 micron)

Exploded View

Replacement

Model Part No. Filter Size Ports Dimensions Elements
AfterFilter ~ MP-7010 25 micron #8 infout 4% x 117" dia MP-7065
PreFilter MP-7009 74 micron #10 infout 4% x 2'" dia MP-7060-74
AfterFilter ~ MP-7008 25 micron #10 in/out 4% x 2" dia MP-7060-25

PreFilter MP-7006 150 micron #12 infout 6% x 24" dia MP-7055

Tech line (719) 532-1897 www. MagnaFuel .com

In-Line Filters

Protect expensive
components with
an in-line filter

MagnaFuel’s custom-machined In-
line Fuel Filters keep your carburetor
and engine free of harmful debris.

These handsome filters protect
your investment for many years. All
MagnaFuel filters have top-quality
reusable elements. The medium filters
are available with two different elements
with different porosities.

* Bodies, end caps made from
anodized aircraft aluminum for
superior strength and corrosion-
resistance

* End caps equipped with o-rings for
leak-proof operation

¢ Choose between 25 micron and 74
micron filters. We recommend 74
for inlet, 25 for outlet before the
carburetor/regulators.

* Stainless steel reinforced basket-
shaped filter element. (7009, 7008,
7010)

¢ Works great for both gasoline and
alcohol

* Easy to disassemble, clean and
reassemble

* high-flow, cleanable and replaceable
elements

* Light, compact

* Virtually no loss of flow volume or
pressure

¢ Hard anodized coating

¢ (leanable, reusable and replaceable
filter elements.

* Gas and methanol/ethanol/oil
compatible

» Female AN ports for a variety of
fitting options
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